
14-� Parker Hannifin Corporation

Catalog CORP001/US

Valves

14

Ball Valves
MB Series

Pressure Rating:	 3000 psig* CWP - MB6 
	2 500 psig* CWP - MB2/MB4/MB8 
Temperature Rating:	 -65°F to 300°F
Orifice:	 .052" to .406"
Cv:	 .05 to 6.96 
Body Materials:	 Stainless Steel and Brass 
Body Configurations:	2 -way (in-line and angle), 3-way, 4-way and 5-way 
Port Connections:	 Tube compression (CPI™/A-LOK®)
	 NPT (Male / Female)
	 BSP, VacuSeal™ and UltraSeal™
Port Size:	 1/16" to 3/4"
Seat/Packing:	 PFA-Perfluoroalkoxy

* Preset from factory to 1000 psig bubble tight service. Packing nut must be tightened to achieve higher pressures. 
Packing in vented MB Series Ball Valves is factory adjusted for the maximum valve pressure rating of 500 psig.

SPECIFICATIONS:

General Description:	Parker MB Series Ball Valves, with their rugged compact design, offer positive shut off 
or directional control of fluids in process, power and instrumentation applications. The 
unique one-piece seat/packing design ensures excellent sealing characteristics while 
accommodating a superior temperature range and cycle life.

	 These valves are available in 2-way and 3-way configurations, brass and stainless steel 
construction, with a wide variety of port connections. Also, all ports are suitable as inlets 
to full operating pressure of the valve.

Features:	 • One-piece seat/packaging design
	 • Broad temperature range
	 • Coated metal inserts
	 • One-piece stem/ball
	 • Panel mountable to 1/4" thickness
	 • Bi-directional flow
	 • Handle indicates direction of flow
	 • Full operating pressure at any port
	 • Vent option
	 • Manual, electric or pneumatic actuation
	 • Leak-tight center-off position on 3-way valves
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2-WAY IN-LINE

Model shown: 4A-MB6LPFA-SSP

H	 -	 Maximum Panel Thickness
 I	 -	 Panel Hole Diameter
J	 -	 Body Width
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Flow Data End Connections Dimensions (in.)

Port 
Size Part No.

Orifice
(in.) Cv XT* Port 1 Port 2 A** B** D E F G H I J K

1Z

MB2L

0.052 0.03 0.46 1/16" CPI™ 0.84 0.84

0.34 1.31 1.88 0.75 0.25 0.58 0.58 0.28
1A 0.052 0.03 0.46 1/16" A-LOK® 0.84 0.84
2Z 0.093 0.20 0.42 1/8" CPI™ 1.00 1.00

2A 0.093 0.20 0.42 1/8" A-LOK® 1.00 1.00

2F

MB4L

0.125 0.44 0.34 1/8" Female NPT 0.81 0.81

0.34 1.31 1.88 0.75 0.25 0.58 0.58 0.284Z 0.125 0.44 0.34 1/4" CPI™ 1.12 1.12

4A 0.125 0.44 0.34 1/4" A-LOK® 1.12 1.12

2Z

MB6L

0.093 0.18 0.55 1/8" CPI™ 1.09 1.09

0.44 1.56 2.37 0.88 0.25 0.77 0.80 0.38

2A 0.093 0.18 0.55 1/8" A-LOK® 1.09 1.09
2F

0.187 1.02 0.53

1/8" Female NPT 1.00 1.00

4M 1/4" Male NPT 1.00 1.00
4Z 1/4" CPI™ 1.19 1.19
4A 1/4" A-LOK® 1.19 1.19
4F 1/4" Female NPT 1.03 1.03

4M4Z 1/4" Male NPT 1/4" CPI™ 1.00 1.19

4M4A 1/4" Male NPT 1/4" A-LOK® 1.00 1.19

4V 1/4" VacuSeal 1.03 1.03
6Z 3/8" CPI™ 1.31 1.31
6A 3/8" A-LOK® 1.31 1.31

8a

mb8l

0.406 10.7 0.16 1/2" A-LOK® 1.94 1.94

0.69 2.39 4.50 1.50 0.38 1.50 1.50 0.69

8z 0.406 10.7 0.16 1/2" CPI™ 1.94 1.94

8f 0.406 6.1 0.20 1/2" FNPT 1.56 1.56

12a 0.406 6.4 0.19 3/4" A-LOK® 1.94 1.94

12z 0.406 6.4 0.19 3/4" CPI™ 1.94 1.94

mB SERIES

* Tested in accordance with ISA S75.02. Gas flow will be choked when P1- P2 / P1=XT.
** For CPI™ and A-LOK®, dimensions are measured with nuts in the finger tight postion.
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2-WAY ANGLE AND 3-WAY

2-Way Angle

Model shown: 4A-MB6APFA-SSP
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Model shown: 4A-MB6XPFA-SSP

	*  	Not applicable fo the 2-Way Angle pattern.
	** 	For CPI™ and A-LOK®, dimensions are measured with nuts in the finger tight position.
	† 	 Tested in accordance with ISA S75.02. Gas flow will be choked when P1 - P2 / P1 = xT .

Flow Data End Connections Dimensions (in.)

Port 
Size  Part No. Orifice

(in.) Cv XT† Port 1 Port 2 Port 3* A** B** C** D E F G H I J

1Z

MB2A 
MB2X

0.052 0.02 0.58 1/16" CPI™ 0.84 0.84 0.81

0.34 1.31 1.88 0.75 0.25 0.58 0.58
1A 0.052 0.02 0.58 1/16" A-LOK® 0.84 0.84 0.81

2Z 0.093 0.18 0.48 1/8" CPI™ 1.00 1.00 0.97

2A 0.093 0.18 0.48 1/8" A-LOK® 1.00 1.00 0.97

2F
MB4A 
MB4X

0.125 0.34 0.45 1/8" Female NPT 0.81 0.81 0.81

0.34 1.31 1.88 0.75 0.25 0.58 0.584Z 0.125 0.34 0.45 1/4" CPI™ 1.12 1.12 1.12

4A 0.125 0.34 0.45 1/4" A-LOK® 1.12 1.12 1.12

4V

MB6A 
MB6X

0.187 0.70 0.58

1/4" VacuSeal 1.03 1.03 1.03

0.44 1.56 2.37 0.88 0.25 0.77 0.80

4Z 1/4" CPI™ 1.19 1.19 1.15

4A 1/4" A-LOK® 1.19 1.19 1.15

4F 1/4" Female NPT 1.03 1.03 1.03

4Z4Z4M 1/4" CPI™ 1/4" CPI™ 1/4" Male NPT 1.19 1.19 1.03

4A4A4M 1/4" A-LOK® 1/4" A-LOK® 1/4" Male NPT 1.19 1.19 1.03

6Z 3/8" CPI™ 1.31 1.31 1.23

6A 3/8" A-LOK® 1.31 1.31 1.23

8A

MB8A
MB8X

0.406 5.4 0.36 1/2" A-LOK® 1.75 1.75 1.75

0.69 2.39 4.50 1.50 0.38 1.50 1.50

8Z 0.406 5.4 0.36 1/2" CPI™ 1.75 1.75 1.75

8F 0.406 5.0 0.33 1/2" FNPT 1.56 1.56 1.56

12A 0.406 4.9 0.39 3/4" A-LOK® 1.75 1.75 1.75

12Z 0.406 4.9 0.39 3/4" CPI™ 1.75 1.75 1.75

mB SERIES






